
SURFACE INSPECTION FOR 
METALIZED FILM AND 

RAW MATERIAL

INSPECTOR

QUAlITy IS EASy
Thank to its highly modular configuration 
InspecTor can be easily integrated 
into any production line. It is possible 
to configure the web width and the 
appropriate illumination for each different 
application. The integration directly into 
the metallizer guarantees an immediate 
alarm in case of  problem or bad material 
and helps in the waste reduction.

DIFFERENT APPlICATION  
FOR SURFACE INSPECTION 

Thanks to its highly modular configuration 
InspecTor can be easily integrated into any 

production line. It is possible to configure the web 
width and the appropriate illumination for each 

different application. The integration directly into 
the metallizer guarantees an immediate alarm in 
case of  problem or bad material and helps in the 

waste reduction.

BENEFITS
InspecTor is used either to detect and classify 

defects or to improve the process and increase the 
productivity. When a defect is found, the operator is 
alerted and the type of  defect is logged in order to 

provide a detailed report for each roll. 
InspecTor ensures high levels of  quality and offer
the best solution for your production processes and 

converting operations maximizing yield, productivity, 
and quality.The defect information and images stored 

in our database are used in many ways. reports, 
charts, and graphs can be tailored for every need. 

Defect information can be used 
to grade, sort, or reject material.
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INSPECTOR has a very intuitive operator interface with a fast 
setup and a really powerful defect detection software.  
Standard features are the following:

 MODUlAR CAMERA CONFIgURATION up to eight cameras

 lED lIghTINg SySTEM with three different light sources

 TOUCh SCREEN INTERFACE
 EASy TO lEARN AND EASy TO USE gUI INTERFACE
 FAST AND AUTOMATIC SET UP  

 new job can be started in a minute

 DIFFERENT DISPlAy MODES
 defect detection and defect history

 POSSIBIlITy TO ANAlyzE ThE DEFECT hISTORy 
 during defect detection

 OD MEASUREMENT AND REAl TIME DISPlAy 
 of OD deviation

 EASIly DEFINE DIFFERENT lANES 
 lANES CAN CORRESPOND TO ROll CUTTINg 
 hIgh RElIABIlITy IN DEFECT DETECTION 
 FUll REPORT AND AUTOMATIC STORINg of all production process data 

 DIFFERENT lOgIN lEvElS
 OPERATINg IN MS-WINDOWS OS

TEChNICAl FEATURES
INSPECTOR

TEChNICAl DATA
INSPECTOR hR INSPECTOR SR

Single module field of 
view

420 mm 560 mm

Maximum web width 3.360 mm 4.480 mm

Camera resolution 2048 pixel 2048 pixel

Camera frequency Up to 80 Khz Up to 80 Khz

Resolution 0,2x0,2 mm 0,3x0,2 mm

Speed with maximum 
resolution

Up to a 900 m/min Up to a 900 m/min

Speed with half 
resolution

Up to a 1.800 m/min Up to a 1.800 m/min

Defects
pinholes, scratches, tramways, black dots, 
dirt, intrusions

pinholes, scratches, tramways, black dots, 
dirt, intrusions

OD measurement Up to 4,5 oD Up to 4,5 oD

light Direct light, diffuse light, backlight Direct light, diffuse light, backlight

Min defect size Ø 0,10 mm Ø 0,15 mm

Technical data and system specifications refer to the state at the time of  printing. We reserve the right to modify them in the interest 
of  a continuous program of  further development.


